
 

 

 

 

ARTICLE 16 

OFF-STREET PARKING AND LOADING REQUIREMENTS 

 

 
Section 1. OFF-STREET PARKING.  Except for at the time of construction, alteration, 

moving into, enlargement of a structure or building, or change in the use of the land, off-street 

parking spaces and loading areas shall be provided, constructed, and maintained for all uses as 

follows: 

 

 A) Single Family Residential:   2 spaces 

 

 B) Duplex Residential:    2 spaces per dwelling unit 

 

 C) Multi-Family Residential:   2 spaces per dwelling unit 

 

 D) Condominium Residential:   2 spaces per dwelling unit 

 

 E) Townhouse Residential:    2 spaces per dwelling unit 

 

 F) Mobile Home Residential:   2 spaces per mobile home 

 

 G) Group Residential:    1 space for each two bedrooms 

 

 H) Home Occupation:    1 space per dwelling unit, plus 

        3 spaces for each 200 square feet 

        devoted to said home occupation 

 

 I) Private Club or Lodge:    1 space for every 4 memberships 

 

 J) Convalescent Services:    1 space for each eight beds, plus 1 

        space for each 3 employees on the 

        largest shift 

 

 K) Hospital:     1 space for each three hospital beds; 

        plus 1 space for each two employees 

        on the major work shift 

 

 L) Hotel / Motel; Boarding or    1 space per sleeping room; plus 1 

  Rooming House, Fraternity or   space for each 4 seats in public 

  Sorority; or Resort Facility:   assembly areas 

 

 M) Public Assembly; Community Center,  1 space for each four seats; 

  Library, Museum or Art Gallery:  10 spaces plus 1 additional for each 

        300 square feet of floor area in  

        excess of 2,000 square feet 

 

 N) Bowling Alleys:    4 spaces per each lane 
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 O) Automatic car wash:    4 spaces for each washing bay; 

        2 spaces for each do-it-yourself area 

 

 P) General Retail Sales    1 space per 200 feet of gross floor 

        area 

 

 Q) Offices, business and    3 spaces plus one additional space 

  professional agencies, banks,   for each 400 square feet of floor area 

  medical or dental clinics:   over 1,000 square feet 

 

 R) Cocktail Lounges or Restaurants:  1 space for each two seats, plus 1 

        space for each two employees 

 

 S) Primary Educational Facility   1 space per classroom or 1 space for 

        every four seats in the largest facility 

        for public assembly, whichever is 

        greater 

 

 T) Secondary Educational Facility:   1 space per classroom or 1 space for 

        every six seats in the largest facility 

        for public assembly, whichever is 

        greater 

 

 U) Industry:     1 space for every two employees on 

        the largest shift, plus sufficient space 

        to accommodate all vehicles used in 

        connection with the industrial use 

 

 

 

 

Section 2:  COMPUTATION OF SPACES. 

 

 A) In the case of any building, structure or premises, the use of which is not 

  specifically mentioned herein, the provisions for a use which is so mentioned and 

  to which said use is similar, shall apply, as determined by the Planning and 

  Zoning Commission. 

 

 B) Where fractional spaces occur, the parking spaces required shall be construed to 

  be the nearest larger whole number. 

 

 C) Whenever a building or use constructed or established after the effective date of 

  this Ordinance is changed or enlarged in floor area, number of employees, number 

  of dwelling units, seating capacity or otherwise, to create a need for an increase of 

  ten percent (10%) or more in number of existing parking spaces, such spaces 

  shall be provided on the basis of the enlargement or change.  Whenever a building 

  or use existing prior to the effective date of this Ordinance is enlarged to the  
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  extent of fifty percent (50%) or more in floor area or in the area used, said building or use 

  shall then and thereafter comply with the parking requirements set forth herein. 

 

 D) In the case of mixed or joint uses, the parking spaces required shall equal the sum of the 

  requirements of the various uses if computed separately.  Not more than fifty percent 

  (50%) of the parking spaces required for theaters, bowling alleys, dance halls, nightclubs 

  or cafes, and up to one-hundred percent (100%) of the parking spaces required for a 

  church or school auditorium may be provided and used jointly by banks, offices, retail 

  stores, repair shops, service establishments, and other similar uses not normally open, 

  used or operated during the same hours as those listed first above. 

 

 

Section 3:  LOCATION AND TYPE OF PARKING SPACES.  All parking spaces required herein 

shall be located on the same lot as the building or use served, except that where an increase in the number  

of spaces is required due to a change or enlargement of use or where such spaces are provided collectively 

or used jointly by two or more buildings or establishments, the required spaces may be located and 

maintained no more than four-hundred (400) feet from an institutional or other nonresidential building 

being served. 

 

 A) In any case where the required parking spaces are not located on the same lot with the 

  building or use served, or where such spaces are collectively or jointly provided and used, 

  a written agreement thereby assuring their retention for such purposes, shall be properly 

  drawn and executed by the parties concerned, approved as to form and execution, and 

  shall be filed with the application for a building permit. 

 

 B) Off-street parking spaces may be located within the required front yard in any 

  commercial or industrial district; however, no off-street parking shall be permitted in the 

  required front yard in any residential district except the front yard of a school or 

  recreational facility or upon a driveway providing access to a garage, carport or parking 

  area for the dwelling. 

 

 C) All required off-street parking areas in any commercial or industrial district of more than 

  five spaces shall be surfaced with either asphalt, concrete, or crushed rock so as to 

  provide a durable surface.  The parking area shall be graded and drained to dispose of all 

  surface water accumulation within the lot, and shall be arranged and marked to provide 

  for orderly and safe loading or unloading. 

 

 D) Any lighting used to illuminate any off-street parking areas shall be arranged to reflect 

  light away from adjacent lots and uses of land. 

 

 E) No part of any parking space shall be closer than five feet from any street right-of-way. 

  In case the parking lot adjoins a residential district, it shall be at least five feet from the 

  property line and shall be effectively screened immediately by the use of a fence, hedge, 

  other similar methods, subject to City approval. 
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 F) All off-street parking spaces shall have an area of not less than two-hundred 

  ( 200 ) square feet plus necessary maneuvering space for the parking of a motor 

  vehicle, and connected with a street or alley by a surfaced driveway which affords 

  satisfactory ingress and egress for automobiles.  Space for maneuvering, 

  incidental to parking or unparking, shall not encroach upon any public right-of- 

  way. 

 

 G) Access Drives: 

 

  A. In business districts, no parking space or access thereto, except entrance or 

   exit drives as limited in this section, shall be within five ( 5 ) feet of a 

   street or lot line.  Entrance or exit drives connecting the parking area and 

   the street shall be permitted with the five ( 5 ) foot strip required above, 

   provided: 

 

   1) Such drives shall not exceed fifteen ( 15 ) feet in total aggregate 

    width for each fifty ( 50 ) feet of street line abutting such lot, but in 

    no case exceeding forty ( 40 ) feet in total aggregate width for each 

    street line upon which a lot abuts; 

 

   2) Such drives have at least sixty ( 60 ) feet of unobstructed vision in 

    both directions along the street into which the drive enters 

    measured from the centerline of the drive at the point where it 

    enters the street, and the centerline of such drive shall be at least 

    sixty ( 60 ) feet from the centerline of any street intersecting the 

    street onto which the drive enters; 

 

   3) Such drives shall have on each side a triangular area formed by the 

    intersection of the driveway line, the street line and a straight line 

    joining said lines at points thirty ( 30 ) feet distant from their point 

    of intersection.  Within such triangular area, no parking or loading 

    or unloading shall be permitted, nor shall there be any obstruction 

    to traffic visibility. 

 

  B. In industrial districts, no parking space or access thereto, except entrance 

   or exit drives as limited in this section, shall be within five ( 5 ) feet of any 

   lot line.  Entrance or exit drives connecting the parking and the street shall 

   be permitted with the five ( 5 ) foot strip required above, provided these 

   drives meet the requirements as specified in subsection A of this section. 

 

 

 

Section 4:  OFF-STREET LOADING SPACES REQUIRED.  In any district, in connection 

with every building or part thereof hereafter erected, having a gross floor area of five-thousand 

(5,000) square feet or more, which is to be occupied by manufacturing, storage, warehouse, 

goods display, retail store, wholesale store, market, hotel, hospital, mortuary, laundry, dry 

cleaning or other uses similarly requiring the receipt or distribution by vehicles of materials or 

merchandise, there shall be provided and maintained on the same lot with such building, at least 
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on ( 1 ) off-street loading space plus one ( 1 ) additional loading space for each twenty-thousand 

( 20,000 ) square feet or fraction thereof. 

 

 A) Each loading space shall be no less than twelve feet ( 12’ ) in width, forty feet ( 40’ ) 

  in length and fifteen feet ( 15’ ) in height. 

 

 B) Such space may occupy all or any part of any required yard or open space, except 

  where adjoining a residential district.  If the loading space is adjacent to a 

  residential district, it shall be set back at least ten feet ( 10’ ) from said district and 

  be effectively screened from view. 

 

 C) Off-street loading and unloading space with proper access from a street or alley, 

  and with a least fourteen ( 14 ) feet of vertical clearance shall be provided, either 

  within or outside the building to adequately serve the use on the lot.  All off-street 

  loading and unloading spaces shall have an all weather surface to provide safe and 

  convenient access and use during all seasons. 
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